
1300 785 935
sales@texonsite.com.au

Page 1 of 2

Pneutorque® PTS Remote
Overview
 
Remote control versions have no direction control
on the tool but rely on external pneumatic circuitry
to provide this function. This opens up numerous
application possibilities for the PneuTorque®
ranging from simple stall shut-off in a hazardous
working environment to sophisticated, multi-
spindle torque and angle shut-off systems.
• Designed to offer excellent power-to-weight ratio
• ±3% repeatability of reading from 20% to 100%
of range
• Replaceable square drive
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SKU Description

180271.B06 3/4” sq. dr. 100 - 500 Nm, 74 - 370 lbf ft

180272.B06 3/4” sq. dr. 160 - 800 Nm, 74 - 590 lbf ft

180273.B06 3/4” sq. dr. 200 - 1000 Nm, 147 - 738lbf ft

180274.B06 1” sq. dr. 270 - 1350 Nm, 200 - 1000lbf ft

180275.B08 1” sq. dr. 400 - 2000 Nm, 295 - 1475 lbf ft

180276.B08 1” sq. dr. 540 - 2700 Nm, 398 - 1991 lbf ft

180295.B08 1” sq. dr. 800 - 4000 Nm, 590 - 2950 lbf ft

180295.B12 1 1/2” sq. dr. 800 - 4000 Nm, 590 - 2950 lbf ft

180279.B12 1 1/2” sq. dr. 1400 - 7000 Nm, 1030 - 5200 lbf ft
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